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BEDIENUNGSANLEITUNG
LASER

Technische Ausstattung

«  Wasserdichtigkeit: geprift, 100m, 2-fach O-Ring gedichtet
Ladekontrolle: Digitaler Schutz vor Uberladung und Uberhitzung,
Spannungsstabilitat, Konstantstrom

+  Funktionschalter: Drehbewegung des Lampengehduses
Lichtquelle: Laser griin; TmW; 520nm

+  Gehdusematerial: Aircraft Aluminium, hart eloxiert

+ Akku Typ: 1x Li-lonen Akku 18650, 3,6V/2600mAh

+  Betriebsdauer ca. 4 Std
Frontglas: Sicherheitsglas

+  MaBe: Lange ca. 12,3cm, Lampenkopf Durchmesser ca. 2,4cm,

+  Gewicht:ca. 123g

Akkuwechsel

Drehen sie in der Lampenmitte das Batteriefach entgegen den Uhrzeigersinn auf. Geben
sie den vollgeladenen Akku mit der - Polung voran und der + Polung zum Lampenkopf
in den Laser hinein und drehen sie anschlielend das Batteriefach im Uhrzeigersinn fest
gegen den Lampenkopf zu

Der Ladevorgang

1) Legen Sie die Akkus mit der richtigen Polung in die Ladeschale.

2) Bitte stecken sie das Ladegerét in die Steckdose. Wenn die rote LED leuchtet, lauft der
Ladevorgang.

3) Wenn die LED griin leuchtet, ist der Akku fertig geladen.

Instandhaltung

Nach jedem Tauchgang in Salzwasser reinigen sie den Laser bitte mit Stiwasser.
Danach trocknen sie den Laser mit einem sauberen fusselfreien Tuch oder Druckluft ab.
Tun sie dasselbe bevor sie den Akku wechseln.

Wenn die Linse verdreckt ist reinigen Sie sie zuerst mit Stitwasser und dann mit einer
milden Seife oder Fensterreiniger.

Sie sollten 2mal im Jahr mit einem fusselfreien Tuch die Verunreinigungen von den Ge-
winden und O-Ringen entfernen. Um eine Wasserdichtigkeit zu gewahrleisten, pflegen sie
die O-Ringe mit einem Silikon Gel.

Bitte den Laser nicht eigensténdig zerlegen, da ansonsten die 2 Jahresgarantie
erlischt!!l Bei Reklamationen bitte stets den Kaufbeleg beilegen!
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OPERATION MANUAL
LASER

technical equipment

+  Waterproof: tested, 100m, 2-fold O-Ring sealed
Charge control: Digital protection against overcharging and overheating,
Voltage stability, constant.
+ Function switch: Rotating movement of the housing
+  Light source: Laser green; TmW, 520nm
+  Housing material: Aircraft aluminum, hard anodized
+  Battery type: 1x Li-lonen battery 18650, 3,6V/2600mAh
+  Operating time approx. 4 hours
Front glass: safety glass
+  Dimensions: length approx. 12,3cm, lamp head diameter approx. 2,4cm
+ Weight: approx. 123g

battery replacement
In the center of the laser, turn the battery compartment counter clockwise. Insert the fully
charged battery with the polarity and the + polarity to the lamphead into the laser, then
turn the battery compartment clockwise against the lighthead.

the charging process

1) Place the batteries with the correct polarity in the charging tray.
2) Please plug the charger into the socket. When the red LED is lit, charging is in progress.
3) When the LED is green, the battery is fully charged

maintenance

After each dive in salt water, clean the lamp with fresh water. Then dry the laser with a
clean lint-free cloth or compressed air.

Do the same before changing the battery.

If the lens is dirty, clean it first with fresh water and then use a mild soap or window clea-
ner.

You should remove the impurities from the threads and O-rings twice a year with a
lint-free cloth
In order to ensure the waterproofness, the O-rings are treated with a silicone gel

Please do not disassemble the laser independently, otherwise the 2 year warranty is
void!! In case of complaints please always enclose the purchase slip!



