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BEDIENUNGSANLEITUNG
SOLEA PRO

Technische Ausstattung

Wasserdichtigkeit: gepriif, 200m, 3-fach O-Ring gedichtet
Ladekontrolle: Digitaler Schutz vor Uberladung und Uerhitzung,
Spannungsstabitt, Konstantstiom

Funktionschater. Druckknogf, dimmbar 100%/50%

ON - OFF jeweils 3 Sekunden den Druckknopf gedriicit hialten

Lichtquelle: 1xCree XHP70 LED (Chipleistung 4000 Lurnen)

Fokus: 8¢ Hot Spot mit Weitwinkelichthof

Lampenmaterial Aircrafi-Aluminium Quaii, harteloxert
Betriebsdauer ca. 50-70min. bei 100% Helligkei, ca. 140-150min. bel 50%
Frontglas: terpered Sicherneitsglas

Matie: Lénge ca. 16cm, Lampenkopf Durchme
Grffdurchmesser ca. 61cm

Gewicht mit Akku ca. 780g

er ca. 5,50m,

Akkuwechsel

Drehen sie n der Lampenmitte das Batteriefach entgegen den Unrzeigersinn auf. An-
schlietiend sehen Sie die Ladebuchse des Akkupacks in der hinteren Lampenhlte

Der Ladevorgang

1) Stecken Sie den Cinch Stecker des Ladegersts in den Akxupack
2)Verbinden Sie das Ladegerit einer 240V Steckdase. Wahrend des Ladevorgangs
leuchtet die LED im Ladegerat rot auf.

3) Wenn die LED griln leuchtet, ist der Akku fertig geladen.

4) Ladezeit ca. 4 Stunden (bei leerem Akiu)

Instandhaltung

Nech jedem Tauchgangin Salzwasser reinigen sie die Lampe bitte mit Sidwasser.
Danach trocknen sie die Lampe mit einem sauberen fusseliraien Tuch oder Druckluft ab,
Tun sie dasselbe bevor sie den Akku wechseln

Wenn die Linse verdreckt ist reinigen Sie sie zuerst mit Siitwasser und dann it einer
milden Seife oder Fensterreiniger

Sie sollten 2mal im Jahr mit einemn fussel
winden und O-Ringen entfernen

reien Tuch die Verunreinigungen von den Ge-

Umeine 9 ot )-Ringe it einem Si
Gel
Bitte die Lampe nicht zerlegen,

lischtit Bei Reklamationen bitte stets den Kaufbeleg beilegen!

Turn the biattery compartment counterclockwise in the center of the
see the charging socket of the rechargeable battery in the rear larmp half,

tegchsport

OPERATION MANUAL
SOLEA PRO

technical equipment

Waterproof tested, 200m, 3-fold O-Ring sealed

gsinst overcharging

Voltage stabilty, constant.
Function switch: Push button, dimmable 100%/50%

‘ON - OFF press button stopping 3 seconds

Lignt source: 1xCree XHP70 LED {chip power 4000 lumen)

Focus: 8 Hot spot with wide angle view

Lamp Aircraft el i

Operating time approx. 6010 70 min. at 100%, approx. 140-150 min. at 50%
Front giass: tempered safety glass

Dimensions: kength approx. 16cm, lamp head diameter approx. 55cm, nandie
diameter approx.5,em.

Weight with battery approx. 7609

battery replacement

mp. Then you vel

the charging process

7)Place the batteries with the correct polarity in the charging tray
2) Please plug the charger into the socket, When the red LED is i, charging i in progress.
3) When the LED is oreen, the battery is fully charged.

4) Charging time approx. 4 hours (when the battery is empty)

maintenance

After each dive in salt water, clean the lamp with fresh water. Then dry the lamp with a
clean lint-free cloth or compressed air. Do the same before cnanging the battery.
Ifthe lens s dirty, clean it frst with fresn water and then use a mild soap or window
cleaner.

ou shouid remove the impurities from the tnreads and O-rings twice a year with
Int-free clotn.
Inorder to ensure the waterprooiness, the 0-rings are treated with a silicone gel

Please do not disassemble the lamp independently, otherwise the 2 year warranty is
void!! In case of complaints please always enclose the purchase slip!
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